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Product Bulletin

Bowl-It

Bowl and Brick Cleaner

Description:

Bowl-1t is a concentrated mixture of detergents and acids with co-solvents for use in cleaning heavily
soiled bowl and brick surfaces of all types.

Directions For Use:

Bowl-It should be applied under the rim of toilet bowl so sufficient cleaner runs down the bowl to the
water line. Allow to remain 3 to 5 minutes and flush.

The first time the cleaner is used it may be necessary to agitate the bowl surface with a bowl mop or
brush, especially if deposits have been allowed to build up over an extended time.

Typical Properties:

BOILING POINT: 176°F

SPECIFIC GRAVITY: 1.16

VAPOR PRESSURE: approx 25mm Hg @ 20°C

PERCENT VOLATILE BY VOLUME: 100%

VAPOR DENSITY: N/A

EVAPORATION RATE (H,0=1):1

SOLUBILITY IN WATER: Complete

APPEARANCE AND ODOR: Colorless to slightly yellow liquid, pungent odor
pH AS RECEIVED: <4

Disclaimer:

The information and recommendations contained herein are to the best of MAG-IT's knowledge and
belief, accurate and reliable as of the date issued. However, it is the user's responsibility to determine
the safety, toxicity, and suitability for his own use of the product described herein. Since the actual use
of this product is beyond the control of MAG-IT, no guarantee, expressed or implied, is made by MAG-
IT.
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